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Features
CAN bus - CANopen protocol•	
3 analog outputs•	
6 digital inputs•	
Auxiliary power supply outputs•	
Incremental AB encoder input•	
Absolute UVW encoder input•	
Absolute sin/cos encoder input•	
Forced air cooling available•	
IP66 protection•	

Gen4™-series EV Motor Controllers
 For Three Phase Asynchronous & Synchronous PMAC Motors Brief Specifications 

Model G2430 G2445 G2465

Operating voltage (VDC) 12.7 – 52.2
Output current 20 sec (Arms) 360 540 780
Output current 2 min (Arms) 300 450 650
Output current 1 hr (Arms) 120 180 260

Model G4827 G4845 G4865

Operating voltage (VDC) 19.3 – 69.6
Output current 20 sec (Arms) 325 540 780
Output current 2 min (Arms) 270 450 650
Output current 1 hr (Arms) 110 180 260

Model G8018 G8035 G8055

Operating voltage (VDC) 39.1 – 116
Output current 20 sec (Arms) 215 420 660
Output current 2 min (Arms) 180 350 550
Output current 1 hr (Arms) 75 180 220

ClearView™ CAN Bus Color Display
 For Sevcon AC Controllers 

Features
High resolution color graphic display•	
Customer specific screens•	
CAN bus - CANopen protocol•	
Full diagnostics and parameter adjustments•	
Multi-level password secured entry•	
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For Easy Setup


